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ANGLE-OF-ARRIVAL ESTIMATION ERROR FOR
SHIPBOARD MONOPULSE RADARS

INTRODUCTION

This report is concerned with the accuracy in the measurement of the angle of arrival
of a received echo by an unstabilized mnonopulee radar in the presence of sea-reflected
multipath. Specifically the azimuth and elevation angular errors in the plane of the sea as a
function of a number of parameters are shown. The goal of the study is to demonstrate
that even though the monopulse-radar errors are large along the principal antenna axis under
ship roll and pitch and sea-reflected multipath conditions, the azimuth error in the plane
of the sea is not too large.

A UHF phased-array radar is used as the vehicle for showing the results. The cutline
of the basic steps for obtaining the results are as follows. The target and image lccation are
given in the plane of the sea. These coordinates are transformed to the antenna coordinates
where the antenna is located on a rolled and pitched ship. The monopulse radar signals
are formed, and the azimuth and elevation angles in antenna coordinates are found. This
location is transformed back into the plane of sea and compared to the original given
location, In addition the errors due to thermal noise are studied.

SIMULATION EQUATIONS

The equations used in the simulation are outlined in this section. To begin, the location
of objects in the piane of the sea are related to antenna coordinates.

Coordinate Transforms

The Cartesian coordinate system in deck coordinates (x4, 54, 24) i8 defined such that
the y; axis lies along the deck of the ship in the aft-to-bow direction and the 2, axis is
perpendicular to the deck of the ship. The gimbals of the gyro are set so that the roll axis
is attached to the ship and the pitch axis is attached to the roll platform. The roll is
positive when the deck is down on the port side, and the pitch is positive when the bow is
down, The relation between the stabilized coordinates and the deck coordinates is obtained
through two rotations and is

Xg xq
v, | =T |y, (1)
2, %4
Manuscript subm-;tted May 23, 1979.
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%, x,]
yol =T |v,| » (2)
2q 2,
where T is the transpose of T
cos R 0 ~-gin R
T= |sinRsinP cos? cosRsinP |, | (8)

.gin R cosP -s8in P cos R cos P

in which R and P are the roll and pitch angles respectively. The Cartesian coordinates are
related to the polar coordinates by

x, = rcose, sina, (4)

Yy, = rcose, cosa, (6)
and

z, = rsine, (6)
and conversely by

a, = tan"lax,/y, (7
and

e, = sin"lz/r, (8)

where a,, e;, and r are the azimuth, elevation, and range in the plane of the sea.

It is desirable to measure azimuth from the array face rather from the tow of the ship,
assuming the antenna lies in the x 2, plane before being rotated on tilted. Then, if the
antenna is rotated about the z,; axis by an angle 5 *he deck coordinates are transformed to
face coordinates. If in addition the array is tilced back by an angle 9, the coorcinates
must be rotated about the x axis. The new face-coordinate system (xz, ¥ £ 2r; hasthe y,
axis normal to the array, and the exray lies in the x;z, piane. The relation between the
coordinates is

xd xf
Yol =W |7 » 9
24 Zf
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where W Wt = I and i
cosuf sinafcos®B  -sinf sin B «
W =|-sin cosfcosB -cos.sind |. (10) t
0 sin B cos B %
The stabilized coordinates and face coordinates are then related by
x, Fx f-
Y| =W |, (11) :
z, 2 fJ !
and %
%] ER |
ye| =W'T |, (12) ;
2 % :
The array coordinates in azimuth and elevation, denoted by y and § respectively, §
are ki
7 = sin"! (x/r) (13) é
and i
& = sin"1 (z,/r) (14)
or conversely as
X, =1 sin v, (15)
z, = r/cos? & - sin? 'y; (16)
and
z, =r sin 8, (17)

Equations (13) through (17) incorporats the coning (scanning off axis) present in antennas,
and the antenna azimuth y should not be construed to be the same as the azimuth ar in the
coordinates on the face of the array, which is

*r

ap = sin~!

(18)
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The use of the coordinate conversions is described as follows. The target and image loca-
tion is specified in the plane of the sea. Equations (12), (13), and (14) are used to define 4
the target and image in array coordinates, which are used in determining the monopulse i
signals. After the angle of arrival is estimated in antenna coordinates by monopulse

techniques, equations (11), (15), (16), (17), (7), and (8) are used to obtain the angle of

arrival in the plane of the sea. ,

F N F R RO SN, A0

P -

Monopulse Signals

An amplitude-compariton monopulse is used in this study. Consequently the phase .
of any plane wave will be the same for the sum and the two difference signals but differ :
i j in magnitude by the gain of the antenna pattern in the direction of the received signal.

3 : The three monopulse signals are given by the sum of the direct signal and the reflected
5 | signal caused by the reflecting sea surface, as shown in Fig. 1. The equations describing
the signals are

o S i S s ke i s 2y

Z = AGgl(vp - 1p), (8p = 8p)1e + pAGE Y, - 7,). (8- 8,)1e 0, (19)

| A, = AH[(vp - Tp) (37~ 8p)1ei? + pAH, [(v;- 7,), (8- 8,010, (20)

g N

and

As = AHg[(vp - 7,), g~ 8,018 + pAHg (v~ 7,), (5;- 8,)1e®,  (21)

TARGET
ANTENNA
| T
hl
' ~ O~
~ ~
hy -~ ~
LiE-~ >
~ h,
~
~
IMAGE OF ~ -
ANTENNA
\6 IMAGE OF
TARGET

Fig. 1 — Multipath-propagation geometry

where Z, Ay, and A are the sum and the two difference signals in azimuth and eleva-
tion, vy and & are the target azimuth and elevation in antenna coordinates, v; and §,
are the image azimuth and clevation in antenna coordinates, v, and 5p are the pointing

4
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azimuth and elevation angles, A is the complex amplitude of the signal, p is the complex
reflection coefficient, Gy, H.,, and Hg are the antenna patterns for the sum and the
difference patterns in azimuth and elevation, and @ is 1/2 the phase shift of the reflected
signal from the direct signal due to path difference. The value of @ is approximately

8 = 2mh e, /N, (22)

where (Fig. 1) h, is the antenna height, e, is the target elevation in stabilized coordinates,
and A is the wavelength. The computation of the complex reflection coefficient p is
described in Appendix A and is valid for only a smooth sea. The antenna patterns used in
this simulation are

_ [sin nda/A 72 sin 7D 8/\
GZ (Ol, ﬁ) B [ 1Td0(/7\ 1r2 - (ﬂdaﬁ\)z] WDﬁ/?\ ’ (23)
w sin adae/\N  sin wDB/A
H_(a,p) = (24)
v 7% - (nda/N)2  TDB/A
and
sin rdo/\ 72 1 - cos #DB/A

where o and § are dummy parameters representing azimuth and elevation respectively and d
and D are the array dimensions. Equations (19) and (20) were not used in the exact form
given but were modified to account for polarization changes of the array with respect to the
plane of the sea under crosslevel conditions. The modification is given in Appendix A along
with the discussion of the reflection coefficient.

Angle Estimation
The monopulse performs the operation
* *

R7 =2 A,y/E z (26)
and

Ry =Z%A5/2%s 27
to obtain signals R.7 and Ry, which are related to the azimuth and elevation of a plane wave.
The relation can be found in closed form in the present case by momentarily letting o equal
zero, 8o a plane-wave condition is formed, and placing (19), (20), and (21) into (26) and

(27), which yields

2d
R.y =H7/Gz = _)\‘ Tr (28)
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The estimate of the target position, even though multipath is present, is
. A ‘
1= “od R'y (30)
and
-~ zx _1
6T = B;—tan R6 . (31)
Simulation Data Flow

The basic data flow of the simulation is given in Fig. 2. The targe{, image, and beam-
pointing angles are defined in the plane of the sea. By coordinate transforms the target,
image, and beam-pointing angles are represented in terms of antenna cocrdinates. The
monopulse signals using equations (19) through (21) are formed with the aid of the multi-
path model. The azimuth and elevation are estimated using standard monopulse techniques
and in the present case by equations (26), (27), (30), and (31). The estimated azimuth and
elevation angles given in antenna coordinates are transformed back to the plane of the sea.
The final step is to subtract the estimated and true azimuth and elevation angles in the plane
of sea and plot the error.

SIMULATION RESULTS

An extensive set of errcy curves were run for this study. However, only a representative
set of the curves, will be shown and discussed. Some of the general conclusions are drawn
from the larger set of data not shown,

In all the figures to be shown (Figs. 4 through 9) .« = 90° and % = 0°, which means
the antenna is pointed directly out from and perpendicular to the starboard side. Conse-
quently, with no roll the pitch angle is the crosslevel an~le of the array, and with no pitch
the roll angle is the level angle of the array. The errors are plotted only within the half-
power contours of the beams, The errors in two beam positions per figure are shown. The
even-number figures have the beam-elevation pointing angle in the plane of the sea coor-
dinates of 1/2 beamwidth and 3/2 beamwidths above the plane of the sea. The odd-
number figures have the beam-elevation pointing angle in the plane of the sea coordinates
of 0 and 1 beamwidth above the plane of the sea. Each figure has four parts: the azimuth
error for horizontal polarization, the elevation error for horizontal polarization, the azimuth
error for vertical polarization, and the elevation error for vertical polarization. The error is
plotted &s a function of target elevation with a fixed azimuth with these coordinates taken in
the plane of the sea.




s
i T
2

H

P

i e XD M

N BN . P .
B S T e N o Sk

SR AT

P I

il o bt s B it il

NRI: REPORT 8383

l ]

STEERING ANGLES

ROLL AND PITCH

ANTENNA
OF THE 3EAM, ANGLES OF THE
MULTIPATH BEAM. TARGET, AND [~ BEAM, TARGET,
FORMING IMAGE AND IMAGE
Ao Ty
PRODUCT ENVELOPE PRODUCT
DETECTOR DETECTOR DETECTOR , o
}
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STEERING ELEVATION STEERED AZIMUTH
ESTIMATE ESTIMATE
31' ?T
1 [

TRANSFORM THE STEERING ANGLES
TO THE PLANE QF THE 8,
SEA COORDINATES

b

AZIMUTH  ELEVATION
ERROR ERROR

Fig. 2 — Simulation

Figure 3 may be helpful in visualizing the geometry of problem. Figure 3a shows the
3-dB contours for two beam positions of the elevation pointing angle of 1/2 and 3/2 beam-
widths off the sea surface, and the azimuth is set such that no beam steering off boresite
is necessary in the azimuth plane. The roll and pitch are zero. The locus of target positions
is for a fixed azimuth of 88° and the elevation in the plane of ‘he sea is varied. Figure 3b
shows the same situation as Fig. 3a except for two differences. The pitch is nonzero, causing
crosslevel changes in the beam, and the beam-pointing angles in elevation are now 0 end 1
beamwidth for the two beams. Figure 3c is the same as Fig. 3a except that the beam is
scanned off axis to the left and azimuth in the locus of target positions is moved over by the
same amount.

To initiate discussion of the noise-free case (consideration of bias errors), Figs. 4 and 5
are referred to. In these figures the beam is not scanned off axis in azimuth and there is no
crosslevel, The most striking results in these figures is that there is no azimuth error, because
there is no coupling between azimuth and elevation for this condition and all the monopulse
error is in the elevation angle. In general the errors in elevation are large. Vertically polarized
antennas typically yield less error than horizontally polarized ones due to the lower reflec-
tion coefficient for a smooth reflecting sea. The errors are nonzero in the upper beam posi-
tions because of the antenna sidelobes, When the target and image are in phase, the elevation
estimate is between the target and image, or near the sea surface, denoted on the figures by
positive elevation error; and the target and image are nearly out of phase, the elevation is
much higher than the strongest target, denoted by negative elevation error. This is most
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Fig. 3 — Typical locus of target positions used for piotting errors
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prominent in Fig. 5b, because the target and image are essentially the same value. The angle
estimate is at the sea surface except when the multipath null is on the antenna, which
yielded very large negative spike errors. The spike errors are not as large on the figure as
they should be, because not fine enough quantization was used in the target elevation.

Figures 6 and 7 show the errors when the array is crossleveled by 20°, which in this
case corresponds to a roll of 0° and a pitch of 20°. Because of the crosslevel both the array
azimuth ard elevation measurements are cerrupted by the image. However, when the
measurement is transformed back into the plane of the sea, the azimuth errors seemed
tolerable. For vertical polarization with the beam pulied up (Fig. 6¢) the maximum error is
about 0.05 beamwidth, and for horizontal polarization {Fig. 6a) the maximum error is
about 0.1 beamwidth. When the beam was centered on the horizon (beam 1 in Fig. 7),
the azimuth error was nearly zero unless the multipath null or minimum was on the array,
in which case the errors were large. The elevation errors are somewhat smaller with cross-
level than without crosslevel, because the image signal strength is reduced in magnitude
from the target due to the beam shape.

Figures 8 and 9 show the errors when the array is scanned off axis (coned) by 45°.
Because of the coning the elevation errors corrupt the azimuth measurements in the plane
of sea. The errors in Fig. 8a were some of the largest azimuth errors found in the study
except when the elevation beamwidth became small for nearly the same conditions as in
Fig. 8a. Then the coning-induced errors became large.

Examples of the errors induced by crosslevel changes and scanning off axis were
given. These are the two basic mechanisms for coupling errors induced by sea-reflected
multipath into the azimuth measurement in the plane of sea. The effects of varying other
param=iers will be briefly discussed (without showing the error curves on which the
discussions are based).

Level changes on the array with respect to the plane of the sea were investigated.
The beam-pointing angle could be changed by ship motion (roll and pitch) or by changing
the mounting of the array on the ship. In all cases the beam was electronically steered to
obtain the correct beam-pointing angle in the plane of the sea. The result is that essentially
no changes occurred in the azimuth and elevation errors over many different conditions.
The level changes investigated were between - 20° and 20°. However, these results probably
hold for values considerably in excess of +20°.

The effect on the azimuth errors of the target position in azimuth (which of course
must be within a 3-dB beamwidth) is fairly small. The largest changes are due to crosslevel,
primarily because the effective reflection coefficient of the image, which coefficient
includes the beam shape, is modified slightly.

The effect of a change in antenna height on an error curve is to cause the errors to
oscillate up and down at a different rate but retain the same error envelope. A change in
frequency primarily gives the same result except that the envelope of the errors is
modified slightly in the case of vertical polarization.

R
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Fig. 9 — Azimuth and elevation errors for R = 0, P = 0, of = 90°, M= 0, a, = 45° (scanned off
axis -46°), ¢, = 0 and 1 beamwidth, D = 3 m, d = 9 m, antenna height = 26 m, and
target azimuth = 45
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The azimuth errors were fairly insensitive in terms of beamwidth when the elevation
beamwidth was varied until the beamwidth hecame large. Then the azimuth errors grew
rapidly with increasing beamwidth due to coning and multipath. For a UHF array this point
occurred for antenna vertical dimensions of slightly below 3 m.

The azmith errors were fairly insensitive in terms of bearawidth when the azimuth
beamwidth was varied. Consequently the azimuth error could be decreased by simply
constructing a narrower beam in azimuth. The best results are when the beam is nearly
cireular. These results were confirmed for azimuth beamwidths taken to be equal to up to
1/3 the elevation beamwidths,

When the antennas is crossleveled and at the same time it is scanned off axis, the errors
remain commenstrate to the errors under each condition by itself. In some cases the error
is smaller. For example, when the error due to coning (scanning off axis) is larger than the
crosslevel-derived error, the combination of the two requires less scanning off axis to obtain
the described pointing angle and consequently has less azimuth error. No conclusions were
drawn conceriing the effects of polarization. Vertical polarization gave less angle errors in
both azimuth and elevation, primarily due to the lower reflection coefficient. However,
this result is valid for only a smooth sea. For rough seas the reflection coefficient becomes
time varying and, at least on the average, drops in magnitude. No good sea-reflected
forward-scatter data exist from which to draw polarization-study conclusions, In general the
polarization which yields the lowest reflection coefficient will yield the lowest monopulse

angle errors.

Where to point the beam is left unresolved. The crror is less in peak magnitude and
changes rather smoothly as the target raises in elevation when the beam is pointed up so
its 3-dB point is on the water. However, when the beam is straight out on the water, the
error is small in azimuth except for sharp spikes which occur when the target and image are
out of phase. One could argue that the signal is almost never detected under this condition
or spike errors could be thrown out, so that the errors would be the smallest when the beam
is on the surface. However, we will not attempt to justify any preferred beam-pointing

angle.

In general the azimuth errors iin the plane of the sea behave as follows. The azimuth
error was not larger than 0.1 beamwidth for vertical polarization with the beam pointed
up for the worst cases of a 20° crosslevel or a 456° scan off axis. For conditions less than
these the error decreased. The azimuth error was no larger than 0.2 beamwidth for
horizontal polarization with the beam pointed up for the worst cases of a 20° crosslevel
or a 45° scan off axis (if sufficient vertical aperture is present). Again, as conditions
less than these were imposed, the error decreased. The azimuth error is quite small except
for spike errors (out-of-phase condition) for both vertical and horizontal polarization when
the beam is pointed at the sea surface. These conclusions are valid for a variety of cross-
level and scanning-off-axis conditions. In summary monopulse angle measurements in a
ship’s environment can in most cases give azimuth measurements with a mean value of less

than 0.1 beamwidth.
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ERRORS DUE TO THERMAL NOISE

In this section the azimuth and elevation errors in the plane of the sea are found in
terms of the azimuth and elevation errors in array coordinates, The errors in array coordi-
nates can then simply be related to the signal-to-noise ratio. The total error can then be
estimated by using the bias error obtained in the previous section and the random errors
discussed in this section.

The error in stabilized coordinates in terms of the error in array coordinates is approxi-
mated by using the truncated Ta_ylor series expansion

Ay
=C ' (32)

where Ay and Ad are the azimuth and elevation error in array coordinates, Aa, and Ae, are
the azimuth and elevation errors in the plane-of-the-sea coordinates, and C is a matrix of
partial derivatives:

da, Oa,
oy 08
C= . (33)
ae. ae‘
9y 9b
The covariance matrix of the errors is then
a, 0%
cov =C | cov c, ¢34)
e 5

]

where cov stands for covariance of the vector, which is a matrix. The covariance matrix in
array coordinates is diagonal, and the variances are a function of signal-to-noise ratio. In the
examples the standard deviations in vy and in & are taken to be 0.1 beamwidth. The matrix C
is given in Appendix B.

The errors in the plane of the sea are plotted in Figs. 10, 11, and 12 with Figs. 10a,
11a, and 123 being the azimuth errors and Figs. 10b, 11b, and 12b being the elevation
errors for a number of different conditions. The target azimuth relative to the array center
in plane of the sea coordinates is the abscissa, and the errors are plotted for given elevations

in the plane of the sea. From these curves several basic conclusions can be drawn. The eleva~ -

tion errors in the plane of the sea are nearly independent of target position and ship motion.
The azimuth error depends on the accuracy of the elevation and azimuth measurements at
the array face, the target position with respect to the array, and crosslevel conditions.

It appears to be nearly independent of level changes. The azimuth error increases with
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target elevation and the amount scanned off axis in azimuth. In other words the more severe
the coning, the larger the azimuth error in the plane of the sea. Finally it appears that the
azimuth errors in the plane of sea can be held to less than twice the angle-measurement
error that is due to thermal noise at the array face.
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Fig. 10 — Azimuth and elevation errors in the plane of 1
the sea as a function of the beam scanning off axis in
azimuth and elevation. The conditions are R = 0,

P=0,D=3md= 9m, and 0.1 beamwidth errors
in array coordinates.
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Fig. 11 — Azimuth and elevation errors in the plane of
the sea as a function of the beam scanning off axis in
azimuth and elevation. The conditions are R = 20°,
P=0,D=3m,d=9m, and 0.1 beamwidth errors in
array coordinates.
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20°, D = 83 m, d = 9 m, and 0.1 beamwidth errors in
array coordinates,
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SUMMARY

The errors in shipboard monopulse radars were studied. Of most concern was the
azimuth in the plane of the sea. It was found that either or both crosslevel or scanning off
axis primarily coupled the multipath-induced errors into the azimuth estimate in the plane
of the sea. However, it was also found that the errors in azimuth in the plane of the sea were
tolerable, even though the estimates in the antenna coordinates might be ‘quite ¢orrupted.
One would probably be able to hold the bias errors in the plane of the s2a to less than 0.1
beamwidth. The random errors in azimuth appear to be nearly the same as the errors at the
array face except when an antenna is scanned considerably off axis. In the worst case of
interest the random errors were no more than twice the random errors at the antenna.

This report does not consider the radar operating in a surveillance mode. To properly
study the errors for a surveillance mode, the beam-position algorithm must be defined and
the error resulting from measurements in several adjacent beam position on the same target
must be incorporated into the analysis.
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Appendix A
REFLECTION COEFFICIENT

The reflection coefficients for a smooth sea are

sin e, - \/ €, - (308i e,

oy = (A1)
sine, +1/€, - cos® e,
and
€, sin e, - \/ec - cog? e,
= = (A2)

Py : 2
ec sin es +\/€c - CO8 e‘

where p;, and p,, are the complex reflection coefficients for horizontal and vertical polariza-
tion respectively, e, is the target elevation angle, and €, is the complex dielectric coefficient,
with €, = €; - j60Ao, in which €, is the sea dielectric coefficient, X is the radiation wave-
length, and o is the sea conductivity. The values used for €, and ¢ are as follows:

Frequency f Dielectric Constant €, Conductivity o
(MHz) (F/m) {mhos/m)
<1500 80 4.3
1500 to 3000 80 - 0.00733(f - 1500) 4.3 + 0.00148(f - 1500)

3000 to 10,000 69 - 0.00243(f- 3000)  6.562 + 0.001314(f - 3000)

These formulas are given in NRL Report 7098 (L. V. Blake, ‘‘Machine Plotting of
Radio/Radar Vertical-Plane Coverage Diagrams,’” June 25, 1970).

To account for the polarization change due to the array crosslevel, the formula for the
sum channel becomes

=z, cosw+20 sin }, (A3)

where X, and ¥, is the sum-channel signal with horizontal and vertical polarization
respectively, | is the crosslevel angle, and the array is polarized to receive horizontal
polarization. The sum channel for an array being vertical polarized is

I=%,cosy+Z, siny. (A4)
The signals Zv and Z; are computed by using (19), with the reflection coefficient being

Py OF py, given by (Al) or (A2) respectively. This assumes that target does not depolarize
the transmitted signal, which may not be realistic but which was assumed in the examples.
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The two difference signals are modified for polarization in the same manner as the sum
channel. The crosslevel angle | is

y=tan"le fc,, (AB)

where

¢ = sin R cos P cos .« + sin P sin .o

and

¢, = -sin#(sin R cos P sin.# - sin P cos.«) + cos R cos P cos 8.

é,
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Appendix B }
COEFFICIENTS FOR COVARIANCE CALCULATIONS

The partial derivatives for equatiocn (33) can be written in the form of a product of
matrices as

C=FEGH, (B1)

where the matrices are

Fe cos a./cos e, - sin a'/cos e, 0
0 0 1/cos e, ’
[cos R 0 ~-gin R

E= IsinRsinP cosP cosRsinP |,

e e et

[sin RcosP -sinP cosRcosP

cos .# sin.«f cos #  -sin .« sin B

G = |-8in .W# cos.7cos B -cos.Zgin#| ,

0 sin # cos 4

cos v (] T '

-gin 7y cos y -sin vy cos 6

coe?5 - sin?y  cos28 - sinly

L0 cos § "
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